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Location Plate

Dimension	table	for	Beam	Clamp	location	plates

Location Plates
the location plate is an important part of a BeamclamP assembly. it provides 
support for the rear of the BeamclamP product to react against while the front 
of the product clamps down on the steel. the hole centers of the location plate 
are designed to suit the width of the upper and lower members being connected. 
this ensures that the bolts are correctly positioned against the edges of the beam 
flanges. BeamclamP will be pleased to provide the location plates to suit your 
application. dimensions for the location plates are provided below.

location Plate for
types BA, BB, Bt & BW

location Plate for
types BK1, BE1 & BE2

bolt
dia

A
upper beam

width +

B
lower beam

width +

C
upper beam

width +

D
lower beam

width +

E
upper beam

widh +

F
lower beam

width +

H
dia T

5/16 3/8 3/8 1-1/2 1-1/2 2-1/4 2-1/4 3/8 5/16

3/8 7/16 7/16 1-3/4 1-3/4 2-5/8 2-5/8 7/16 5/16

1/2 9/16 9/16 2-1/4 2-1/4 3-3/8 3-3/8 9/16 5/16

5/8 11/16 11/16 2-3/4 2-3/4 4-1/8 4-1/8 11/16 3/8

3/4 13/16 13/16 3-1/4 3-1/4 4-7/8 4-7/8 13/16 1/2

1 1-1/8 1-1/8 4-1/2 4-1/2 6-3/4 6-3/4 1-1/8 5/8

bolt dia N

5/16 7/16

3/8 1/2

1/2 11/16

5/8 13/16

3/4 1

1 1-3/4

bolt dia
type

BA, BT
& BE1 (X)

type
BB, BW,

& BE2 (X)

type
BK1
(X)

5/16 3/16 3/8 11/16

3/8 1/4 7/16 7/8

1/2 5/16 1/2 1

5/8 3/8 11/16 1-1/8

3/4 7/16 13/16 1-3/8

1 1/2 1 1-13/16

Tightening Allowance Equal to 1/2˝ Bolt Dia

Thickness of Nut, Flat & Split Lock Washer = Dim N

Thickness of Upper Clamp = Dim X
Upper Flange Thickness
Location Plate Thickness
Lower Flange Thickness
Thickness of Lower Clamp = Dim X

*After adding above dimensions, round dimension to  
  nearest standard bolt length to find needed bolt length.

location spacers are two location plates joined together with a gap to allow for spaces 
between the upper and lower steel members. this gap between the two plates can be 
bridged with a section of beam or tube. the plates can be welded at different angles 
to allow for pitched roofs or sloping steelwork. other variations can be manufactured 
to suit special applications. contact kee safety for further information.

N

Bolt Dia

Bolt Dia

Thickness	of	Nut,	Flat	&	Split	
Lock Washer

Thickness	of	Upper	and	
Lower	Beam	Clamps

Upper Beam
Location Plate
Lower Beam

C E

B B
D

A A

H ∅ H ∅

F

T

location plates supplied by kee 
safety are primed finish. Hot dip 
galvanized or powder coat finish 
location plates can be supplied upon 
request.


